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“LWH-LED30”  ILLUMINATORE LED 30W LUCE BIANCA

ILLUMINATORE LED 30W “LWH-LED30” 

Caratteristiche Tecniche Descrizione

Potenza Led 30W 

Led Bianco caldo 3000°K o freddo 5500°K

Alimentazione 100-240 VAC 50/60Hz

Vita led (ore) 50.000 ore

Temperatura ambiente 
minina di lavoro

-10°C

Temperatura ambiente 
massima di lavoro

+45°C

Controllo colori Telecomando a radiofrequenza o segnale 
DMX512 

Corpo illuminatore Alluminio verniciato nero

Una fonte di luce molto potente studiata per l’impiego con le fibre ottiche, basata su tecnologia LED . 
Estremamente di alta potenza rende questa fonte di luce è adatta per compiti di illuminazione multipli in 
cui sono state impiegate tradizionalmente unità alogene. 
L’illuminatore LWH-LED30 è fornito con un adeguato alimentatore per essere collegato direttamente 
all’alimentazione di rete 220-240V, con controllo della luce tramite telecomando o segnale DMX512. 
Con un connettore di ingresso diam. 30mm, questa sorgente luminosa è ideale per nuovi progetti o per 
retro-fitting per le installazioni in fibra ottica esistenti. 
Idoneo per realizzazione di cieli stellati a fibre ottiche, illuminazione di teche museali, vetrine di negozi 
ecc.

http://www.fibre-ottiche.it
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LED LIGHT ENGINE

USER MANUAL

CHAPTER 1 LER-4121DMX

I. Technical Parameters:

nput Voltage:I 100~240V AC

Power Consumption: 40W

ED Color:L RGBW

LED: 4X12W

ife SpanLED L :     50000H

Aperture: Φ /Φ /Φ ( Φ )28mm 24mm 20mm Optional 30mm

II Installation Dimension of Light Engine (Pic. 1):.

. ( . )III About Digital Display Pic 2

DMX input output/6 Remote Antennna7

1

Buttons5

2Fixing Flange Digital Display 3 Power Switch 4 Power Cord

80mm

2
3
5
m
m

2
4
9
m
m

2
6
3
m
m

140mm

1

LED LIGHT ENGINE
LER SERIES

8
0
m
m

0-0-0-0-. . . .
7/8 GND:
2 Data-:
1 Data+:

RJ 45

7 6 5 4 3 2 18

SWITCH

POWER

ON

OFF

MODE

DMX
IN/OUT

SET DOWNUP

AERIAL

0-0-0-0-. . . .
7/8 GND:
2 Data-:
1 Data+:

RJ 45

7 6 5 4 3 2 18

SWITCH

POWER

ON

OFF

MODE

DMX
IN/OUT

DOWNUP

AERIAL

3

6 5

4

2

7
Pic. 1

2

Four Digits“���”stand for the parameters of the current program.

0-0-0-0-. . . .

First dot: ON during editing status when the parameter is set up.

Forth Dot: DMX status Flash for incoming DMX data,
OFF when no data.

---

Pic.2

IV Light Engine Setup. :

b DMX Channel and its function. :

Ch5: Speed 256 level Ch6: Overall Dimming 256 level( ) ( )

Ch7: Strobe Built in program speed Ch8: built in program/

Total DMX Channels 8:

Ch1: Red 256 level Ch2: Green 256 level

Ch3: Blue 256 level Ch4: White

( ) ( )

( )

Remarks:
① When the value of Ch8 is not zero, CH1 CH4 does not work, CH7 is the speed for built in programs;

When the value of Ch8 is zero, CH1 CH6 works, and Ch7 is strobe

-

② - .

1. DMX512 Signal Receipt Mode:

a DMX address setup Pic. 3 is the operation interface):. (

Step 1: Press and hold SET”+”DOWN for 3 seconds, it will
show “Edin”, and the machine starts Edit Mode.

“ ”

Step 2 Press MODE button and choose “�������”

indicating DMX512 operation mode.
: “������”

Step 3 Press SET to choose DMX address in parameter menu showing AXXX.: “ ”

Step 4 Press button “UP” or ”DOWN” to set up the DMX address of slave machine
(eg: A001, A002...)

:
.

Step 5 Press and hold SET”+ “DOWN” for 3 seconds, it will show “Edou”, the light
engine saves the data and exit the Edit Mode

: “
.

0-0-0-0-. . . .

MODE SET DOWNUP

Pic. 3

Remarks:

The Digital Display will show ErXX”when the power is on XX: Version number“ ( ).

888

p  0 0-p 2 1

Master
Status

Slave
Machine

Mode
DMX

Receiving

:

1 Press “SET” button to
switch between the
parameter  menu.

2 T

.

. he digital display will
shut off and buttons are
locked up when there is
no button movement  for
a long time. The digital
display will show last
operation  when any
button is pressed.

3. The forth dot of the
Digital Display will flash
when there is DMX
signal coming in and the
Digital Display is on.

1 22 built in programs see Annex Table, the menu
shows “PrXX”. Press “SET” to get into  the menu.).

(

2
SP00-SP07 is the built in programs speed (The menu

shows “SPXX”. Press “SET” to get into  the menu.).

3

Strobe speed, 8 levels.FL00: No strobe; FL01-FL07

stands for strobe speed (The menu shows “FLXX”.

Press “SET” to get into  the menu.).

,Fl00 -FL07

4
Dimming 8 levels d- 5 d- d- d-

d- d-70 d 85 d100 d100 is full bright

: . 0 , 10, 20, 35,

50, , - , .( ).

5 rF-O rF-F remote off.;Remote on

7 DMX address, from See DMX address

setup for detailed prodedure).

001-505 (a00 1-a505

.No
Working
Status Menu Description Remarks

sp00 -sp07

a. Master and slave setup:

2. Auto Operation Mode

Safety Instruction

1. Make sure the Light Engine and Power Source have the same voltage;

2. Keep out of rain or moist area to avoid shock hazards;

3. Avoid to use at high ambient temperature ( 40 );> ℃

Welcome to use LER series of professional light engine. Please read the manual

carefully before you power on the light engine.  If you have any questions

concerning the operation or maintenance, please contact your wholesaler.

Second dot: Remote Status Flashes for remote signal; ON when no signal.

OFF when remote function is off;

There are two control modes for LER-4121DMX Light Engine:

*

*

DMX512 Signal Receipt Mode: DMX512 Signal is received from a DMX512 console.

Auto Mode, also known as Master-Slave Mode: One Light Engine is set as Master,

while the rest light engines are set as Slave. Master delivers control signal to slave

so that all the machines run the program synchronously on in sequence.
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Ingresso connettore Display digitale Alimentazione on/off Cavo alimentazione1 2 3 4
5 DMX input/output 6Pulsanti regolazione funzioni 7 Antenna 
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FUNZIONI TELECOMANDO

In modalità di controllo tramite telecomando a radiofrequenza,  
oltre l’accensione e lo spegnimento possiamo regolare 
l’intensità della luce. 

Il telecomando a radio frequenza consente di controllare 
l’illuminatore anche da una stanza attigua al punto di 
posizionamento dell’illuminatore. 

Più illuminatori LWH-LED30 possono essere collegati l’uno con 
l’altro consentendo la sincronizzazione dell’intensità luminosa, 
utile in caso di ambienti di grandi dimensioni, per cui è 
richiesta la presenza di più illuminatori, i quali saranno 
controllabili solo con un telecomando.

DIMENSIONI

ILLUMINATORE LED 30W “LWH-LED30” 

MODALITA’ DI CONTROLLO SEGNALE DMX 512

a To choose the programs: Press “PRO” button, and then press the number key 00-21 on the controller

to choose the corresponding programs or or you can use “�������” or “������” to select.

.

Remarks:
① Master and slave change synchronously: all machine have the same address: 001" ";

② Master and slave chase in sequence: the first slave have “009" second slave have “017

and so on

",

.

,

c The connection diagram in DMX512 Signal Receipt Mode (Pic. 5).

Step 1 Press and hold “SET” + “DOWN” over 3 seconds, it shows “Edin” and enters Edit Mode.:

Step 2 Press the button of MODE and choose “AUTO”, the auto operation mode.: “ ”

Step 3:  Press the button of “SET” to get into parameters menu, and choose the data (Prxx, SPxx...).

Step 4 Press “UP” or “DOWN” to modify the exiting data.:

Step 5 Press and hold “SET” + “DOWN”, it will show “Edou”. The light engine will save the data and exit

the Edit Mode.

:

. . ):b Parameters setup of Master Light Engine (Pic 4 is the operation interface

0-0-0-0-. . . .

MODE SET DOWNUP Pic 4.
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Pic. 5

d. The connection diagram in Auto Mode (Master-Slave) (Pic. 6)
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Remarks:

a. The DMX address could not be set up when the remote control works.

b To choose the program on remote controller please note that two digits stands for one program,

such as “00" for the first program: OFF, “01" for the second program: White, and so on. Single digit does

not work.

. ,

Pic 7.

When the light engine is in “AUTO” operation mode, press the button of “SET” repeatedly till it shows

“�������������” or “�������������”. Press the button of “UP” or “DOWN” to set the master light engine as “�����������”,

the remote controller starts to work.

V Remote controller setup (See. Pic. 7).

3 4

Annex Table:

Program
Number

0 0

0 1

0 2

0 3

0 4

0 5

0 6

0 7

0 8

0 9

1 0

1 1

1 2

1 3

1 4

1 5

1 6

1 7

1 8

1 9

2 0

2 1

Description

hite (W)W
ffO

Blue (B)
Purple (PP)
Red (R)

Green (G)
Yellow (Y)

Sky Blue (SB)

W B PP R Y G SB Chasing, , , , , , :
B PP R Y G SB Chasing, , , , , :
W,B Chasing:
W B PP R Y G SB Fading, , , , , , :
B PP R Y G SB Fading, , , , , :
W,B Fading:
W B PP R Y G SB Chasing Fading, , , , , , : +
B PP R Y G SB Chasing Off Fading, , , , , : + +
W B PP R Y G SB Chasing, , , , , , :
B PP R Y G SB Chasing, , , , , :
W,B Chasing:
W B PP R Y G SB Fading, , , , , , :

B PP R Y G SB Fading, , , , , :
W,B Fading:

b. Dimming: Press the key “DIM”, then press “ 0 ”-“ 7 ” to have the desirable brightness, or you can use

“�����”,“�����” to adjust.

c. Speed Adjustment Press the key “SP”, then press “0”-”7” to adjust the: speed, or you can use “�����”,“�����” to adjust.

d. Strobe Speed Adjustment Press the number key “9”, then press “0”-”7” to adjust the: speed, or you can use “�����”,

“�����” to adjust.

Remarks:

Program 16 to 21 will work when the master and slave light engines chase in sequence in “AUTO” mode.

Since the master and each slave machine have different DMX address, for example, in Program 16, the

master light engine will have White color, the first slave machine has Blue, and third slave machine has PP,

and so on. In the next change, the master will have Blue, the first slave will have PP, and so on.

 SCHEMA DI COLLEGAMENTO IN MODALITA’ CONTROLLO SEGNALE DMX 512 (MASTER-SLAVE)
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